
SDU                Industrial strength protection 
Off-Line DIN Rail UPS 

The SDU Off-Line DIN Rail UPS series 
combines an industry leading compact design 
with a wide operation temperature range 
and unique installation options.  This cost 
effective protection solution provides ride 
through during brief power outages.  This 
allows critical and sensitive equipment to 
safely shut down during extended power 
failure preventing costly data losses, work 
interruptions and equipment damage.  These 
units include easy to wire screw terminations 
for critical devices needing battery back up 
such as computer-based control systems. 

Features
      •  Lightweight, compact industrial 
          design
      •  Wide operational temperature range 
          (0-50oC) 
      •  Cold start capability
      •  Built-in surge protection
      •  Power Management software
      •  RS232 Communication Port
      •  Meets UL1778 new requirements for
          industrial applications
      •  Two-year warranty

               Lightweight, compact design                Wide operational temperature range

Options
      •  USB adapter cable
      •  Dry contact I/O relay box
      •  Mounting bracket to secure UPS to the  
          back of panel or wall

IP20-Rated Input and Output Screw Terminals Vout, Remote and Tel/Surge Protection
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Power On/Off/Test Push Button
  •  Cold start feature allows UPS to be 
      started even if there is no AC input.
  •  A simple push of the button initiates UPS 
      self-test.

Detailed LEDs
  •  Cleary indicated UPS operation status 
      and condition

Screw Terminal Connections
  •  Strong and reliable screw clamp  
      connections
  •  Accept 10-24 AWG wire
  •  Meets IP20 specifications

Input Circuit Breaker
  •  Provides protection from AC overload 
      and short circuit
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Vout
   •  Output terminal providing 12V power 
       source to the optional relay card

Remote
   •  RS232 Communication port, DB9 
       connector
   •  Open collection signal for "AC Failure", 
       "Low Battery" and "UPS Shutdown".

Tel/Surge Protection
   •  Telephone/data line surge protection 
        (UL497A)
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Applications
The SDU series protects the increasing 
number of microprocessor-based technologies 
common in the industrial environment from 
impulses and fl uctuations on the factory fl oor.  
Back up AC power during power disturbances 
reduces production losses and helps maintain 
high effi ciency levels.  Combining advanced 
off-line features in an ultra compact package, 
this unit is perfect for:

This Off-Line UPS is designed to allow 
safe and secure mounting on a DIN Rail, 
in a control panel or as an integrated 
part of an enclosure or machine.  
Boasting a compact design and weight 
of approximately 11 lbs., the SDU series 
provides reliable and economical power 
protection to critical loads in locations 
exposed to power aberrations in the 
factory fl oor environment.

Secure Mounting

The SDU series provides back-up protection 
for sensitive equipment in a control panel.

Approvals
     •  120V models are UL1778 cULus 
         recognized for industrial applications 
         without derating.

  o  No derating required in 
  UL508 applications.

     •  230V models are CE marked.

Capacity 
(VA/W)

Catalog 
Number

Volts, Frequency     
In/Out

Typical Runtime 
(minutes)*

Input/Output 
Connections

Approx. Ship 
Weight lbs (kg)

500/300 SDU500 120 VAC, 
50/60 Hz

4
IP20 touch proof, 
screw terminals. 

Wire range: 
10 ~ 24 AWG.

10.7  (4.7)

850/510 SDU850 2 11.4 (5.0)

500/300 SDU500-5 230 VAC, 
50/60 Hz

4 10.7 (4.7)

850/510 SDU850-5 2 11.4 (5.0)

Selection Table

* At full load.

The SDU UPS complements the 
SDN Power Supply Series.

www.solaheviduty.com

Dimensions

Inches 

H W D
4.88 11.1 4.55
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UL 1778
Ind. Application
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•  Programmable Logic Controllers
•  Factory Automation
•  Robotics
•  Conveying Equipment
•  Computer-based control systems



SFL Power Supply Series

Industrial UPSDIN Rail Mounted

 PowerProtect
SDU DIN Rail Uninterruptible Power Supplies 
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Specifications
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* At full load.

Total Power Quality Solutions

(800) 377-4384
www.solaheviduty.com
sales@sola-hevi-duty.com

Catalog Number SDU 500 SDU 850 SDU 500-5 SDU 850-5

Capacity (VA/Watts) 500/300 850/510 500/300 850/510
Load Power Factor 0.6

Dimensions - inches 

Unit (H x W x D) 4.88 x 11.1 x 4.55
Weight lbs (kg) 10.7 (4.7) 11.4 (5.0) 10.7 (4.7) 11.4 (5.0)

Input Parameters

Voltage 120V (+10%, - 20%) 230V (+/- 20%)
Frequency 50 +/- 5 Hz or 60 Hz +/- 6 Hz (auto sensing)

Output AC Parameters

Voltage (Battery Mode) Step sinewave
+/- 5%

Frequency (On Battery) 50 or 60 Hz
+/- 0.3 Hz

Overload Protection UPS automatic shutdown if overload exceeds 105% of nominal at 20 seconds, 
120% at 10 seconds, 130% at 3 seconds

Short Circuit UPS output cut off immediately
Battery Parameters

Battery Type Sealed, Non-spillable, maintenance-free lead acid batteries
Transfer Time 4 - 6 ms typical.
Back-up Time* (minutes) 4 2 4 2
Recharge Time 8 hours to 90% capacity after full load discharge

Environmental

Operating Temperature 32°F to 122°F (0°C to 50°C)
Storage Temperature 5°F to 140°F (-15°C to 60°C)
Relative Humidity 1% to 95%, non-condensing
Ambient Operation 1-95% humidity non-condensing, 0-50°C up to 5,000 ft (1500m)
Audible Noise < 40dBA (1 meter from surface)

Standards

Safety UL 1778 C-UL Recognized for industrial 
applications, Overvoltage category 3, pollution 

degree 3.  FCC Part 15, Subpart B, Class A

EMC: EN50091-2 
LVD: EN62040-1-1, CE Marked

Elevation 5000 ft without derating
Shock & Vibration According to the Interanational Safe Transit Association Standard ISTA 2A.
Mounting To be mounted on DIN TS35/7.5 or TS35/15 rail system.  Chassis mounting permissible via 

optional brackets.  Unit handles normal shock and vibration of industrial use and 
transportation without coming off rail.

The SFL-UDS series power supply with 
optional battery back up complements the 
SDU UPS series by providing an AC to DC 
alternative approach to battery back up in the 
control panel. Available in 24 VDC outputs with 
a selectable 115/230 VAC input, the SFL-UDS 
can be used in systems designed for world-
wide use. The optional battery pack is 
provided separately and easily panel 
mounted to provide the SFL-UDS 12 minutes 
of run time for a 600W load.

Catalog Number
Input 

Voltage 
Selectable

Output 
Power 

Maximum

Output 
Voltage 
Nominal

Output 
Current 

Maximum

 SFL12-24-100UDS 115/230  VAC 300 Watt 24 VDC 12 A 

 SFL24-24-100UDS  115/230  VAC 600 Watt 24 VDC 24 A 

 Panel Mount Battery Kit

 SFL7-24BAT 24 VDC N/A 24 VDC 24 A

Selection Table

www.solaheviduty.com

UL 1950 
E137632

Dimensions

SFL7-24-BATT (ordered separately)

W D

Catalog Number
Dimensions - inches (mm)

H W D

SFL12-24-100UDS 4.512 (114.6) 8.15 (207.0) 3.27 (83.0)

SFL24-24-100UDS 6.98 (177.2) 9.57 (243.0) 3.27 (83.0)

SFL7-24BAT 6.13 (115.7) 1.77 (45) 3.58 (91)

3.26
(83)

2.25
(57.3)

4.51 (114.6)

8.14 (207)
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1.51
(38.5)

3.26 (83)

.27 (7)

5.11 (130)
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SFL12-24-100UDS 
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Features
•  DIN Rail Mount

 •  Easy-to-wire pluggable* screw terminal 
     connectors
•  Selectable input: 115/230 VAC
•  cURus recognized and CE marked
•  AC fail and low battery dry contacts

 •  LED indicators for easy visual 
    diagnostics 

  * Except 600 watt models.
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